fimerican Beauty 


ELECTRIC SOLDERING IRONS 


Embodied in these Electric Soldering Irons are features of construction and design that 
specialized experience—since 1894—has demonstrated to be desirable for efficient and 
lasting service. Hundreds of thousands are in use throughout the world in a wide variety 
of manufacturing plants; in service, maintenance and repair shops; Army and Navy 
Services; in telephone, telegraph, radio and TV stations. Because of their proven efficiency 
and durability, they are preferred by those who measure the value of a tool by the 
service it renders. 

No. 3128 For Servicing TV, electronic and radio equipment and similar light work. 
No. 3138 Designed primarily for production and maintenance in radio, telephone, tele- 
eraph, ignition, switchboard and telephone installation work and similar industrial 
applications, 

No. 3138A Similar in appearance to the No. 3128-A except that it is equipped with a 
heat-shield near the handle (like the No. 8188) and the top is %” diameter instead of 
%4” as is true of the No. 3128-A. 

No. 3158 For the same purpose as the No. 3138 but for work requiring an iron of 
greater capacity. 

No. 3178 For use on still heavier work; for light commutators, service and production 
work. A very useful iron for general purposes. 

No. 3198 For heavy. work of all kinds. Supplies a large volume of heat at high tem- 
perature. Used in many different lines; for shop, service, production work, etc. 











No. 3138-A 


No. 3138-A is a companion iron 
to the No. 3138 and, likewise, is 
designed for production and main- 
tenance in TV, radio, telephone, 
telegraph, ignition, switchboard 


No. 3128-A 


No. 3128A A campanion iron to 
No. 8128—the angle shape per- 
mits easy application to soldering 
operations difficult to accomplish 
with the conventional straight No. and telephone installation work 


3128. and similar applications. 3128 3138 3158 3178 | 3198 


SPECIFICATIONS: Available in standard voltages and for 32 volts. No. 3138 also made for 6, 12, 24 and 64 volts. All irons can be equipped 
With three-conductor cord; one wire grounded, at slight additional charge. Separate heat-insulating stand supplied with each iron except 
the No. 3138-A. 














Net Price Net Price 
Diameter. Net Length Casing Approx. List Price Each Each 
Cat. No. of Tip Watts Weight Over All Diameter Ship. Wt. Each (Less than 6) (6 or more) 
3128 m4” - ~ 60 TV oz. 1244” 2” 1 Tb. $5.80 $3.86 $3.70 
3128-A yy” ' 60 10 oz. ts” 1 db. 6.30 4.20 4.02 
3138 34” 100 16 oz. 12%” im” 1 Ibs. 9.20 - 6.13 5.87 
(3138 is made also in 130- and 150-watt input.) j 
3138-A 2,” 100 16 oz. 7B” Ibs. 9.20 6.13 5.87 
(3138-A is made also in 150-watt input.) 
3158 57 200 28 OZ. 13 5%” 144” 3 Ibs. 10.75 7.16 6.86 
3178 iB” 300 42 on. 143%” Le” 4  IWbs. 14.20 9.46 9.06 
3198 114” 550 60 oz. 15” 134” 534 Ibs. 18.40 12.25 11.74 
° 
Simerican Beauty BANTAM SOLDERING IRONS 
Small, compact and lightweight as they are, American Beauty Bantams — like every other model of our line of 
electric soldering irons — are built to American Beauty traditional quality standards and designed especially for 


the electronic trade. 

_ They are instantly ready for use; on the other hand, they can be idled for as much as twenty-four hours a day 
without damage to iron or tip. Their 30-watt input (40-watt also available) provides ample heat for fine and 
medium-fine soldering jobs of all kinds. 

The six models of American Beauty Bantams are the same in design and construction except for the length of 
casing, tip size and shape of handle. 

Handles of our Bantams are flared to protect hand of user from coming in contact with casing of hot iron. 

As an added safeguard, a special fibre disc shield is available. Mounted between a welded retainer ring and the 
handle, it provides additional protection. When ordering, specify ‘‘with shield.’’ A small additional charge applies. 
*Also available with angle-tvpe casing covered by Catalog Nos. 3118-A, 3120-A. 


CATALOG DIAMETER LENGTH NET 








RELATIVE SIZES | NUMBER OF TIP WATTS OVERALL WEIGHT 
otto * ye 30 8” 6 oO”. 
3 - Bp: ” 30 84” 6 Of. 
AND 3118-SCP ig” 30 3” 6 ov. 
ae pe! 30 gy” 6 0%. : 
118 1” 30 gy” 614 oz. ' 4 o 
SPECIFICATIONS +3120 5” 30. 9%" 6% on, 3118-SC 3118-SCP 3118 
(ALL are made also in 40-watt input.) 3120-SC 3120-SCP 3120% 





ccankt TEMPERATURE STANDARD COPPER TIPS 
Simerican Beauly reGULATING STAND suns Sait : 


An automatic device for regulation of 
the tip temperature of an electric solder- CHISEL POINT 
ing iron while connected to current and 








American Beauty copper tips, both standard and special, are 


not in use. Prevents overheating of the — made from commercially pure drawn copper rod — heavily 
iron and helps to eliminate frequent re- nickeled to resist corrosion and oxidation. All are plug type. 
tinning of tip while at the same time All tip lengths are proportioned to size of the iron for which 


they are intended, allowing full insertion into element-core 


maintaining it at full working tempera- while at the same time permitting sufficient extension from 





ture or lower if desirable or necessary. casing of iron for proper soldering. All are available in either 
(Simple adjustment in base.) diamond or chisel point. 
: : : SPECIFICATIONS 
Pe pase OF Blane, is Diasic, cradle Gattic., ‘Blac -Wgth: Cat.No. Dia. Lath. 
copper; equipped with receptacle in base 3718 yer ” ” ” 
: ; : LB 3 3738-S 3% 4% 
for connection of iron and cord with 3720 f? gu” 3748 Lt Ay,” 
plug-cap for connection to service outlet. 3728 ae 354” 3158 3” 444” 
- _ 3728-S Wy” 3347 3778 rn eae 
Length 3738 3,” 4 34” 37198 11%” 5%” 
Cat. Watts Over- . Net ante aera A es b ‘al 
No. (Max.) all | W. H. Wt. n addition to our standard tips (listed above), manv specia 


shapes and sizes are available in shank diameters from 1%” 


475 660 64%” 55” 33%” 1% Ibs. to 1144”. Let us know your requirements. 
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